
78 | Phone: 800-229-7569 • +1-847-647-0611

R
e

fr
ig

e
ra

te
d

 a
n

d
 H

e
a

te
d

 C
ir

c
u

la
to

r 
a

n
d

 S
p

e
c
ia

lt
y

 P
ro

d
u

c
ts

  
| 

 A
c
c
e

ss
o

ri
e

s

Refrigerated and Heated Circulator and  
Specialty Product Accessories
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TEMPERATURE MEASUREMENT

External Pt100 Probe. For monitoring the temperature 
of an external application
3/16" (4.7 mm) diameter x 6" (15.2 cm)

Cable length: 2' (0.6 m) • • • • 1 each 525-876

Cable length: 10' (3 m) • • • • 1 each 525-870

Cable length: 25' (7.6 m) • • • • 1 each 525-871

Cable length: 50' (15 m) • • • • 1 each 525-872

In-line Pt100 Temperature Sensor, brass, 10' (3 m) cable • • • 1 each 510-670

Thermometer (-20° to +150°C)  alcohol, non-calibrated • • 1 each 099590

Thermometer Holder • • 1 each 700-437

COMMUNICATION

RS232 Cable, 9.8' (3 m) • • • • • 1 each 225-173

Ethernet Cable, 7' (2.1 m) • • • • • 1 each 225-670

PolyScience-branded Flash Drive, 1 GB • • • • • 1 each 250-096

USB-A to Mini-B Cable, 1.8 m (6') • • • • • 1 each 225-669

Digital to Analog Adapter, 10 mV • • • • • 1 each 215-471

COOLING ACCESSORIES

Cooling Coil Kit. For Open Bath Circulators with 3.63" 
diameter access port in bridge (10, 20 and 28 liter 
stainless steel tanks; 17, 23 and 28 liter polycarbonate 
tanks) and Coliform bath.

• • 1 each 510-649

BATH ACCESSORIES

Histology Immersion Basket, stainless steel mesh • 1 each 703-023

Sample Rack, stainless steel • 1 each 510-744

Base with locking casters for 15, 20, 28 L Circulators • 1 each 505-194
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COVERS & LIDS

Bath Cover, 8 L Polycarbonate Open Bath • 1 each 510-693

Bath Cover, 11 L Polycarbonate Open Bath • 1 each 510-694

Bath Cover, 14 L Polycarbonate Open Bath • 1 each 510-695

Bath Cover, 17 L Polycarbonate Open Bath • 1 each 510-696

Bath Cover, 23 L Polycarbonate Open Bath • 1 each 510-697

Bath Cover, 28 L Polycarbonate Open Bath • 1 each 510-698

Bath Cover, 6 L Stainless Steel Open Bath • 1 each 510-700

Bath Cover, 10 L Stainless Steel Open Bath • 1 each 510-701

Bath Cover, 20 L/28 L Stainless Steel Open Bath • 1 each 510-702

Floating Ball Cover: Covers top of any open tank. Reduces fumes, 
splashing hazard, and heat loss by 75% and evaporation by 87%.  
Usable to 110°C. 3/4" (19 mm) diameter, 400/package

• 1 pkg 060301

Histology Freeze Plate Cover • 1 each 510-526

Viscosity Bath Top with 5 round holes & hole covers,  
for 29 L viscosity bath

• 1 set 510-707

Viscosity Bath Top with 9 round holes & hole covers,  
for 29 L viscosity bath

• 1 set 510-708

Viscosity Bath Top with 3 square holes & hole covers,  
for 29 L viscosity bath

• 1 set 510-709

Viscometer Holder, removable. For viscosity baths with round openings. • 1 each 300-863

75 L Bath Cover, polycarbonate • 1 each 300-829

Sleeve Kit for calibration bath lid: 2 mm inserts x (2), 4.0 mm insert x (1) • 1 kit 510-748

Sleeve Kit for calibration bath lid: 3 mm inserts x (2), 4.0 mm insert x (1) • 1 kit 510-745

Sleeve Kit for calibration bath lid: 4 mm inserts x (2), 4.0 mm insert x (1) • 1 kit 510-746

Sleeve Kit for calibration bath lid: 5 mm inserts x (2), 4.0 mm insert x (1) • 1 kit 510-749

Sleeve Kit for calibration bath lid: 6 mm inserts x (2), 4.0 mm insert x (1) • 1 kit 510-747

Sleeve Kit for calibration bath lid: 8 mm inserts x (2), 4.0 mm insert x (1) • 1 kit 510-750

Solid Plug for calibation bath lid, Viton®
• 1 each 300-831

Drain Cap, replacement, for polycarbonate tanks • 1 each 510-756
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Refrigerated and Heated Circulator and  
Specialty Product Accessories

TEST TUBE RACKS

Modular design allows use with multiple tube sizes 
and different immersion depths with a single rack Maximum Racks per Tank

Tank Material Stainless Steel Polycarbonate
Part 

Number
Tank Size 6 L 10 L 20 L 28 L 8 L 11 L 14 L 17 L 23 L 28 L

Stainless Steel Rack
10-13 mm, holds 15 maximum

1 510-672

Stainless Steel Rack
14-18 mm, holds 15 maximum

1 510-673

Stainless Steel Rack
10-13 mm, holds 30 maximum

1 2 2 510-674

Stainless Steel Rack
14-18 mm, holds 30 maximum

1 2 2 510-675

Polycarbonate Rack
10-18 mm, holds 24 maximum

1 2 3 300-777

Polycarbonate Rack
10-18 mm, holds 52 maximum

1 2 3 300-778

CALIBRATION CERTIFICATES Part Number 

Calibration Certificate, 1 point 130-346

Calibration for 2 through 10 points (added to original certificate) 130-347

AIR FILTERS Quantity Part Number 

For 07R-20 and 07R-40 Circulators 1 305-054

For 7LR-20 Circulator 1 305-057

For 15R-30, 15R-40, 20R-30, and 28R-30 Circulators 1 305-055

 For 45R-20 Circulator 1 305-056

For 15 L Refrigerated Calibration Bath 1 305-054

For 75 L Refrigerated Circulating Bath 1 305-056

For Cryoprecipitate Bath 1 750-855

For Histology Bath 1 305-054
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Tubing. Select by temperature range.
Order in continous length, multiples of 1 m (39").

Buna N Tubing (synthetic rubber), 1/4" (8 mm) ID, -40 to 120°C • • • • • 1 m (39") 060307

Teflon®-lined Tubing, 1/4" (8 mm), stainless steel overbraid  
with 1/4" NPT quick connects. -50° to 225°C. Available only  
in 3' (.9 m) length.

• • • • • 1 m (39") 060310

Viton® Tubing, 3/8" (9.5 mm) ID, -32 to 200°C • • • • • 1 m (39") 060319

Insulation for all 1/4" (6.3 mm) tubing above – 1 m (39") lengths • • • • • 1 m (39") 060309

Bypass Kit, replacement, Buna N tubing, 1/2" ID x 6" with 
spring and 2 hose clamps, -40° to 120°C

• • • • • 1 kit 510-711

Bypass Kit for higher temperatures, Viton® tubing, 1/2" ID x 
6" with spring and 2 hose clamps, -32 to 200°C 

• • • • • 1 kit 510-495

Bypass Kit, silicone tubing 1/2" ID x 6", MX Controllers only • • 1 kit 510-713

Tube Clamp for 1/4" (8 mm) and 3/8" (10 mm) tubing,  
stainless steel

• • • • 1 each 400-881
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Refrigerated and Heated Circulator and  
Specialty Product Accessories

FITTINGS/ADAPTERS R
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Fittings/Adapters:
Connect ports on back of Temperature Controller to tubing 
going to external process. 1/4" NPT to M16 adapter supplied 
with 50 Hz for connecting metric fittings.

Fitting, 1/4" male NPT x 1/8" (3 mm) hose barb, brass • • • • set of 2 060306

Fitting, 1/4" male NPT x 3/16" (5 mm) hose barb, nylon • • • • 1 each 300-049

Fitting, 1/4" male NPT to 3/16" (5 mm) hose barb, brass  • • • • 1 each 776-193

Fitting, 1/4" male NPT x 3/16" (5 mm) hose barb,  
stainless steel

• • • • 1 each 776-204

Fitting, 1/4" male NPT x 1/4" (6 mm) hose barb, nylon • • • • 1 each 300-048

Fitting, 1/4" male NPT to 1/4" (6 mm) hose barb, brass • • • • 1 each 776-194

Fitting, 1/4" male NPT x1/4" (6 mm) hose barb,  
stainless steel

• • • • 1 each 776-203

Fitting, 1/4" male NPT x 5/16" (8 mm) hose barb, straight, 
brass, 2 each

• • • • set of 2 060305-2

Fitting, 1/4" male NPT x 3/8" (9.5 mm) hose barb, nylon • • • • 1 each 300-047

Fitting, 1/4" male NPT to 3/8" (9.5 mm) hose barb, brass • • • • 1 each 776-195

Fitting, 1/4" male NPT x 3/8" (9.5 mm) hose barb,  
stainless steel

• • • • 1 each 776-202

Fitting, 1/4" male NPT x M16x1, stainless steel • • • • 1 each 775-290

Fitting, M16x1 female to 8 mm (1/4") hose barb, brass • • • • 1 each 776-191

Fitting, M16x1 female to 12 mm (7/16") hose barb, brass • • • • 1 each 776-192

Fitting, 1/2" (13 mm) barb x 5/16" (5 mm) barb,  
glass-filled nylon (for MX Controllers)

• • 1 each 776-206

Fitting, 1/2" (13 mm) barb x 1/4" (6 mm) barb,  
glass-filled nylon (for MX Controllers)

• • 1 each 776-207

Fitting, 1/2" (13 mm) barb x 3/8" (9.5 mm) barb,  
glass-filled nylon (for MX Controllers)

• • 1 each 776-205

Fitting, 1/2" Male NPT x 5/8" (16 mm) hose barb, nylon, 
straight (for integrated cooling coils)

• • 1 each 300-131

Fitting, 1/2" Male NPT x 1/2" (13 mm) hose barb, nylon, 
straight (for integrated cooling coils)

• • 1 each 300-096

Flow adapter, two (2) port with shutoffs, brass  
1/4" male NPT x 2 @ 1/4" (6 mm) hose barb

• • • 1 each 510-666
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BATH FLUIDS1

Temperature 
Range Quantity Part Number R
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polyclean 
ALGAECIDE

Prevents growth of algae, keeps baths clean and 
odor-free. Concentrated: 8 oz (237 ml) treats 
approximately 200 gallons (757 liters).

n/a

8 oz  
(237 ml)

004-300040

• • • • • • •case = 
12 x 8 oz 
(237 ml)

004-300041

polyclean
BATH 
CLEANER

For cleaning and removing rust and mineral 
deposits from stainless steel and polycarbonate 
baths. Concentrated: 8 oz (237 ml) treats 
approximately 16 gallons (60.5 liters).

n/a

8 oz  
(237 ml)

004-300050

• • • • • • • • •case = 
12 x 8 oz 
(237 ml)

004-300051
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polytherm 
S150

Silicone heat transfer fluid.  Superior thermal 
stability over the temperature range. For use 
in stainless steel tanks. Temperature range not 
compatible with Buna N or natural rubber.

50° to 150°C 
(122° to 302°F)

1 gallon 
(3.8 L)

060326 • • • • •

polytherm 
S200

High temperature silicone heat transfer fluid. For 
use in stainless steel tanks. Temperature range 
not compatible with Buna N or natural rubber.

100° to 200°C 
(212° to 392°F)

1 gallon 
(3.8 L)

060327 • • • • •

polytherm 
S250

High temperature silicone heat transfer fluid. For 
use in stainless steel tanks. Temperature range 
not compatible with Buna N or natural rubber.

150° to 250°C 
(302° to 482°F)

1 gallon 
(3.8 L)

060328 • • • • •

polytherm 
M170

Mid-range mineral oil provides cost-effective 
alternative to silicone oil. For use in stainless 
steel and polycarbonate tanks.

50° to 170°C 
(122° to 338°F)

1 gallon 
(3.8 L)

060321 • • • • •
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polycool  
HC -50

Excellent low-temperature performance without 
toxicity or risk to environment, equipment, or 
personnel. Provides low-temp properties of 
synthetic organic and silicone fluids with thermal 
properties of water-based glycols.

 -50° to 100°C 
(-58° to 148°F) 

1 gallon 
(3.8 L)

060330 • • • • •

polycool  
EG -25

A common circulator antifreeze fluid. Lowers the 
freezing point of water to allow circulation at  
below freezing temperatures. High toxicity. 
Recommend mixing with distilled water for 
broadest temperature range. 

-25° to 100°C 
(-13° to 212°F)
when mixed 

50%/50% with 
distilled water

1 gallon 
(3.8 L)

060340 • • •

polycool  
PG -20

Propylene glycol is a safer alternative to ethylene 
glycol. Lowers freezing point of water to allow 
circulation at below freezing temperatures. Mix with 
distilled water for broadest temperature range.

-20° to 100°C 
(-4° to 212°F)
when mixed 

50%/50% with 
distilled water

1 gallon 
(3.8 L)

060320 • • •
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polycool  
MIX -25

Optimizes performance in refrigerated products; 
protects against freezing and algae growth.

-25° to 100°C
(-13° to 212°F)

case =
5 x 1/2
gallon 
(1.9 L)

004-300060 • • •

polyclear 
MIX 30

General purpose fluid for routine applications 
above 15ºC; prevents algae growth.

15° to 90°C 
(59° to 194°F)

case = 
5 x 1/2
gallon 
(1.9 L)

004-300062 • • • • • •

1. For all fluids except polyclean Bath Cleaner, check bath system compatibility before using.

0°C 60°C 100°C 160°C 200°C 260°C

polytherm M170

polytherm S250

polytherm S200

polytherm S150

0°C 60°C-60°C 100°C

polycool PG -20

polycool EG -25

polycool MIX -25

polycool HC -50

polyclear MIX 30


